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EcoVictory 868 HEX is modern remote in an 
economical edition. Used modern and innovative 
technical solutions give a new dimension of 
comfort and safety. HEX remote is a 16 channel 
transmitter closed in a small 4-button case. Main 
usage is to control gates, garage doors, shutters, 
lighting and alarms.

modern design

low battery signalling

868MHz frequency with complementary

IRS variable rolling code

compatible with DTM868MHz devices

8
6
8

available versions:

  N
EW!

ECO VICTORY 868 HEX remote

868MHz frequency

FSK modulation

customized security
solutions against
radio intrusion

intelligent adaptation
to radio conditions
of transmitter
and receiver

complimentary

IRS variable

rolling code
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General parameters

number of buttons:
number of channels:

frequency:
battery:

max range:
effective radiated power:

variable rolling code:
number of combinations:

case:
operating temperature (min/max):

weight:
component of:

4
16
868MHz
CR2032
200m
to 10mW
104-bit IRS
2,02824096E+31
plastic
-10°C / +55°C
19g
DTM868MHz 

remote

CONTINUOUS TRANSMISSION - DURING 
THE LAST PRESS HOLD THE BUTTON AS 
LONG AS THE TRANSMISSION SHOULD LAST.

TRANSMISION TIME
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Button numbering and methods of channel activation
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